
Online Photometric Tool Instructions –
Interior

Access Orion’s FREE online 
photometric tool at 

www.orionpowertechnology.com.



Select “Partner Login”
from home screen



Contact Customer Service 
at 877-204-7540 for 

username and password



Select the fixture 
type from the menu



You must “agree” to the disclaimer



Click on drop-down arrow, 
specific fixture

LLF should not 
be changed



After selecting  
luminaire, click on  

black arrow to enter 
room dimensions

“Workplane Height” is 
the working height at 

which footcandle
measurements are taken

“Suspension Length” 
is the length from the 
ceiling to the fixture



Reflectance 
values should not 

be changed



OR

The “Specify” tab requires a selection of either the number of 
footcandles required or the number of fixtures to be installed

The layout and calculations automatically 
update as information is entered and changed



Select method of calculation –
“Target” is most common



Use “Advanced” tabs, 
as needed, to specify 
details such as layout 

and spacing when 
predetermined

To override, click to place a 
check in the box next to the field



“Lumens per Lamp” 
may be adjusted as 
needed for different 

ballast and lamp 
combinations

Rotation may be 
changed as needed



Information may be 
changed to meters 
and lux, if required



Different views and 
info can be selected 

before printing

Select “Print Preview” 
to add a title and 

description before printing



Customize this page as 
needed before printing

Use arrows to see
the rest of the page


